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STANDARDISATION OF FUSES.
By H. W. KEFFORD, Associate Member.
(Paper received March 22, and read at Birmingham on May 25, 1910.)
The standardisation of electric fuses and the enforcement of more
stringent regulations with regard to their design and use would con-
tribute greatly to the increased safety of electrical installations and
would put the manufacture of this class of apparatus on a more uniform
and scientific basis. So long ago as 1905 an editorial in one of our
electrical journals* drew attention to the importance of standardising
low-tension fuses, and, whilst regretting that we lagged far behind
other countries in giving this matter the attention it deserved, took
comfort in the assurance that, at some future date, we should fall into
line. The difficulties to be overcome before a standard system of
fuses can be brought into general use are certainly numerous, but
delay renders the problem more and more complex. The necessity
for and advantages of standardisation do not require very much
demonstration, and the only point in this connection which the author
desires to emphasise is the importance of simplicity, efficiency, and
reliability in every detail of the electric circuit. If we would foster the
popularity of electrical applications and the prosperity of the industry
we must create and maintain confidence in the safety, reliability, and
convenience of electrical power by every possible means. In addition
to contributing largely to the attainment of this end the standardisation
of fuse design would undoubtedly conduce to economy in manufacture
and result finally in a reduction of cost.
Makers of fuses now display in their catalogues so many types and
so many designs of each type that it is difficult to escape the con-
clusion that the fuses are ornamental adjuncts to a switchboard and
may be chosen in a style most suitable to, say, the scrollwork which
supports the clock. Up to a certain point it is a very simple matter to
determine the behaviour of a fuse when blown under working con-
ditions, and this fact renders still more inexplicable the retention of
many types which are wholly inadequate and of others which are
needlessly elaborate.
In the present paper the subject is dealt with from a practical,
rather than academic point of view, the object being, if possible, to
suggest a few lines along which certain essential questions may be
* Electrical Review, vol. 56, p. 713.
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tackled. The results of tests on commercial fuses will be considered
in conjunction with corresponding theoretical indications, and definite
deductions will be drawn as to the most suitable quantitative and
structural properties for a standard line of fuses. Up to the present
time the tests referred to have been confined to low-tension fuses up to
a normal carrying capacity of about 60 amperes, but it is hoped to
continue the experiments on fuses of much larger capacity.
The complete specification of a line of fuses will embrace :—
(a) A definition of the "marked" or "rated" current in terms of
the "limiting" current (also called the "normal fusing"
! current).
(b) A standard range of rated-current values and voltages.
(c) A definition of one or more points on the "time-overload"
curve of each fuse.
(d) Regulations as to non-interchangeability, temperature rise,
freedom from deterioration, and perfect operation under
. all conditions.
(e) Specifications for the standard method of carrying out short
circuit, temperature rise, and overload tests.
In framing suggestions with regard to the above points due con-
sideration is demanded for the user, the workman, the retailer, and the
manufacturer; for example, the quantitative properties of the fuses
should lend themselves to simple control in the factory, the number of
types should be reduced to a minimum, the price should be moderate,
etc.
(a) T H E RATED CURRENT.
As is well known, the chief characteristic of a fuse for quantitative
purposes is its " time-overload" curve and the asymptotic current
value of this curve to which the name "normal fusing current" has
been given, but which will be referred to in this paper as the "limiting
current." Fig. 1 shows the general type of a time-overload curve, of
which the abscissas represent the time intervals from the moment of
switching on, and the ordinates either amperes or percentage overload
above the rated current. The curve is asymptotic to the ordinate A B,
and the current value corresponding to this asymptote is the "limiting
current." The strict definition of the limiting current is the minimum
steady current which will produce fusion after an infinite time interval,
but for practical purposes we might substitute with advantage a defini-
tion referring to a definite time-interval—say 4 hours—instead of the
unlimited period. The limiting current or limiting overload is the one
fundamental .quantity to which any definition of rated current should
refer. An appropriate way of defining the rated or marked current of
the fuse is as follows : A fuse which is rated at R amperes must fuse
within 4 hours when carrying a times its rated current, but must be
capable of carrying a —a times its rated current, for at least 4 hours
VOL. 45. 41
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without fusing. If L amperes is the limiting current, the rated current
R amperes must lie between — and .
The values chosen for a and a — a depend on a large number of
practical considerations, and should also be selected with a view to
facilitating the application of the above definition in factory and test-
house. Thus the difference a between the two values may be looked
8o
70
to
I
§30
2
£
p
3O
r1" 1
\
\
\
~A 200 3 0 0 4 0
Percent of rated current;.
FIG. I..—General Type of "Time-overload" Characteristic of a Fuse.
upon as a measure of the accuracy with which the specified con-
ditions can be attained in manufacture.
The latter point recalls the fact that the Wiring Rules of this
Institution require that no fuse shall carry more than 200 per cent,
overload without fusing (i.e., a = 3<o), whereas the rules of another
recognised authority in this country restrict the permissible overload
to 50 per cent, (a = 1*5). The writer has recently heard of suggested
modifications to the overload regulation from two independent sources,
one of which was a proposal to permit an overload of 300 per cent.
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(a =4) , while the second authority was of the opinion that the per-
missible overload should be even less than 50 per cent, if manu-
facturers could work to a narrower limit. If, as may be assumed, the
smaller overload is the one dictated by considerations of safety, irre-
spective of manufacturing limitations, whereas the higher figure is
based on a compromise between what is desirable and w.hat is present
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FIG. 2.—Pressure Drop across Fuses Rated at 4 Amperes.
practice, these figures furnish one of the most striking arguments
for the need of a system of non-interchangeability for fuses of small
capacity. This point will be dealt with more fully later in the paper.
The regulations for enclosed fuses by the Underwriters Association in
the United States, which have been framed with the co-operation of
manufacturers, fix the values of a and a —a at 1*25 and n o
respectively, but these figures were only decided upon after manu-
facturers had endeavoured to work to a smaller value of a than 0*15, as
624 KEFFORD : STANDARDISATION OF FUSES. [May 25th,
specified above. These close limits are in marked contrast with the
figures quoted above.
The results of an experimental investigation of the properties of
current commercial types of fuse should give a reliable and useful
indication of the possible values of a and a — a, the limits between
limiting current , ,. , ., ,
which the ratio rated current m ' becomes a re-
latively simple matter to determine whether this ratio should have
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FIG. 3.—Pressure Drop across Fuses Rated at 50 Amperes.
the order 4 or 1*5. In drawing inferences from such tests due weight
must be given to the many other properties which are closely connected
with the ratio a, and observations must be made of running tempera-
ture voltage drop, behaviour when blowing on overload and short
circuit, and general reliability and safety.
Table I. is a summary of some of the tests carried out on a represen-
tative variety of fuses in common use; illustrations of a few of the fuses
tested are shown in Plate I. A distinctive letter has been given to all
fuses made or supplied by one firm and the various sizes and types
are denoted by a number which follows this letter. Figs. 2 and 3
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are typical sets of curves showing the voltage drop as a function of
the current or percentage overload, while Figs. 4 and 5 show the watts
losses corresponding to the voltage drops plotted in Figs. 2 and 3.
Pi 81 Wl Tl Q7 Q.3
PLATE I.—Some Representative^Types of the Fuses Tested.
Before proceeding to make any deductions from these results let
us consider one or two points which may serve for general guidance.
Taking first the case of a bare fuse wire stretched between two
terminals, let us assume that a line of fuses, all of equal length, is to be
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designed. It will be found that the voltage drop is proportional
inversely to about the square root of the limiting current : thus, for
example, fuses for 5 amperes and 50 amperes limiting current, which
are to be rated at 50 per cent, or at 2*5 and 25 amperes respectively,
will, if of tinned copper, have diameters :—
5 amperes limiting current ofoi45 cms.
50 amperes limiting current ... ... 0*079 »
At the same percentage of their limiting currents, corresponding
in this example to the same percentage overload, the two fuses will
have voltage drops proportional respectively to—
T—-—?-, or 23,800 for the 215-ampere fuse,(o-oi45)2' *' a F »
and—
.—2—_
 o r 8,010 for the 2=5-ampere fuse,(0-079)" a F .
so that the volts drop of the smaller fuse will be roughly three times
that of the larger one. With a length of 3?} in. the actual voltage
drop when the fuses are run at 50 per cent, of the limiting current
will be—
0*34 volt at (5 x 0-5) amperes,
and—
o*i 1 volt at (50 x 0*5) „
The corresponding figures for a current 90 per cent, of the limiting
current are—
1*40 volt at (5 x 0*90) amperes,
and—
0*47 volt at (50 X 0*90) „
The drop of 1*40 volts is excessively high and would in most cases
form a large proportion of the total fall of pressure in the circuit;
the figure can be reduced either by decreasing the length of 3^ in.
, , ,, , . , , . • ii r limiting current .
between the terminals or by increasing the ratio of . , t e —, i.e..
° rated current
by using a larger wire and permitting a greater overload. Hence the
same value of a is not. advisable for large and small fuses ; it may
be desirable to increase the value of a as the normal working current
diminishes.
In the case of fuses of the totally enclosed type, whilst the above
remarks still apply, we have also to consider the effects of the increased
cooling facilities and capacity for heat of the fuse enclosure. Owing
to the large radiating surface, the size of wire for a given limiting
current is reduced, and the drop of volts may therefore become large
if the length of the fuse is not reduced or a metal adopted which has
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a low melting-point. If the fuse is very short, on the other hand,
conduction and dissipation of heat from the terminals will play an
important part and exercise a similar influence in increasing the
voltage drop and power loss. In order to reduce these two quantities
to economical and safe limits, it becomes necessary to rate the smaller
fuses at a lower percentage of the limiting current. Since well-
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designed fuses of the enclosed type may be made very much shorter
than a corresponding open-type fuse for the same voltage, advantage
should be taken of this possibility in order still further to reduce the
losses ; the alternative course of using a low melting-point metal is
far inferior, and the larger volume of metal required may prove a
source of danger. It may be noticed that it is open to the designer
to rate the higher capacity fuses at the same low percentage of the
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limiting current as the smaller sizes, but this again involves the use
of an unnecessarily large volume of metal, a proceeding to be avoided
as much as possible, particularly for fuses carrying heavy currents and
liable to severe short circuits.
From a purely utilitarian standpoint it is probably correct that
small fuses should carry higher overloads than fuses of large capacity,
and all that might be said from this point of view may be best summed
up by considering a 5-ampere fuse capable of carrying 10 amperes,
and a 100-ampere fuse permitting a continuous load of 200 amperes.
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The most important factor in determining a standard value or
, ,, ,. limiting current . . . .
 c , ,
values for the ratio a = —r-^-5 r~ 1S the maximum safe overload
rated current
to which an electric circuit may, on the average, be subjected ; the
results arrived at from this consideration can, if necessary, be modified
to meet the limitations of manufacture. The possibility of more
economical utilisation of the apparatus protected is a natural con-
sequence of adopting fuses which restrict within narrow limits the
overload which may be imposed on a circuit. For fuses up to
50 amperes a maximum permissible continuous overload of 25 per
cent.—as in the United States—is not wholly desirable, since most
circuits and apparatus should be designed to withstand this amount
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of overload without injury, and further, even the best system of non-
interchangeability would fail and the circuits be overfused if users
and wiremen found that they could not overload circuits to more
than 25 per cent, even for short periods. Fuses run normally at only
20 per cent, under the limiting current must of necessity have fusible
metal of low melting-point if the running temperature is not to be
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FIG. 6.—Approximate Temperature Rise of Copper and Silver Fuses in
Relation to the Percentage of the Limiting Current.
unduly high ; for reasons of equal importance the use of such metals
is bad.
Nearly all the metals used for fuses suffer oxidation if run at
temperatures much above that corresponding to 50 per cent, of their
limiting current, although if silver be employed the rated current
may certainly be as much as 65 to 70 per cent, of the limiting
current without the occurrence of any deterioration. The permissible
overloads corresponding to a rating 50 per cent, and 70 per cent, of the
limiting current are 100 per cent, and 43 per cent, respectively, and
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the large difference in these overload capacities is of interest as
showing the superiority of a non-oxidising metal like silver if it is
desired to reduce to a minimum the possible overload. Assuming,
as will be afterwards shown, that copper and silver are the only metals
suitable for standardised fuses, we can take as a rational basis—
,-, • TVT- • i r l imiting cur rent
Copper.—Minimum value of — r — ^ — = 2*00
rated current
Silver.-Mmimum value
 o f S i t i ng current
rated current
Returning for a few moments to the Table I., classes T, V, W, and X
include fuses of tinned copper wire, and for all these the ratio a varies
between about r i2 and 3-o. The fuses whose symbol is X are rated
at between 88 per cent, and ioo per cent, of the limiting current, and
therefore the whole fuse-fitting became unbearably hot, with a current
much below the rated value, whilst at the rated current of 25 amperes
the fuse wire was red-hot and oxidising rapidly. On the other hand,
the fuses T5, which are rated at between 36 per cent, and 42 per cent,
of their limiting current, contained about 2^ 9 times as much copper as
the X, fuses, and are consequently far more dangerous on a high-voltage
overload or severe short circuit.
Definite recommendations with regard to this part of the subject are
reserved until other important questions have been discussed. Before
passing on, however, attention may be drawn to Fig. 6, which shows
the approximate variation of temperature of a bare copper fuse wire
with increasing currents up to the melting-point and limiting current.
The dotted curve is for silver fuse wire. The rapid rate at which the
temperature rises after about 50 per cent, of the limiting current has
been passed is noteworthy, and has an immediate bearing on the subject
of rating.
(b) STANDARD RATED CURRENT VALUES AND VOLTAGES.
For the limits of capacity now under consideration the standard
voltages of 250 and 500 volts are certainly sufficient for all requirements
at the present time. Whether two standard voltages are necessary is
very doubtful, and the average performance of many types of fuse on
500 volts is such as to suggest that they might act better on a consider-
ably lower voltage. An excellent plan seems to be the adoption of a
standard voltage of 500 for all sizes, and the addition of a range of small
capacity fuses for 250 volts for use on lighting circuits where small size
and cheapness are important and very severe short-circuit conditions
do not often occur.
In proposing a standard range of rated currents the important point
is to reduce the number of sizes to a minimum while providing for all
current values with a reasonable margin of overload capacity. It is
. . . . . . .1 1 f i.i limiting current ,.
necessary to take into account the values of the — • ,& — ratio
J
 rated current
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discussed above, but provided the standard current values now com-
monly used are compatible with the adopted values of this ratio, there
is little reason to do anything further than eliminate any redundant
steps and put forward for general use the range settled upon. With
bare wire, of course, any size will be used, finally the size which will
not blow; but so far as the use of this type of fuse is allowed, any regula-
tions or standards are useless.
A convenient subdivision is with steps differing by multiples of
5 amperes, giving, say, 5-, 10-, 15-, 20-, 30-, 40-, and 50-ampere sizes.
At least one smaller capacity than 5 amperes is required, and since
4 and 6 amperes are standard values with a large number of manu-
facturers, a satisfactory completion of the range will be to adopt
multiples of 2 amperes up to a value of 6 amperes, the complete
standard line becoming :—
2, 4, 6, 10, 15, 20, 30, 40, 50 amperes.
(c) DEFINITION OF ONE OR MORE POINTS ON THE "TIME-CURRENT"
CURVE OF EACH FUSE.
The main object in defining further points on the "time-current"
curve of Fig. 1, in addition to the limiting current, is to ensure that the
fuse will give adequate protection against very heavy overloads or
short circuits, and to restrict within limits its sluggishness of action or
" time element." From a practical point of view a regulation of this
kind is useful because compliance with it can be readily checked, and
it may be so framed as to eliminate the use of too large a mass of fusible
metal and other faults of design. In order to be of real value such a
regulation should require that a fuse shall melt within a fixed time—say
1 minute—when loaded with a certain multiple of its limiting current
—say double that value. The actual time interval between the moment
of switching on this overload and the blowing of the fuse would at the
same time be taken as a practical measure of the " time element,"
although for this purpose a current less in excess of the limiting current
would give a longer time interval capable of more exact observation.
It will be convenient to return to this clause of our standard specifica-
tion when finally deciding upon the question of rating.
(d) GENERAL REGULATIONS FOR CONSTRUCTION AND OPERATION.
While it is not desirable to specify too rigidly the constructional
details to be embodied in standard fuses, yet it appears imperative that
a few general principles should be laid down for the guidance of manu-
facturers, and one or two essential features should be demanded.
The extreme necessity of directing attention to some fundamental
principles before fuse standardisation can be accomplished, is illustrated
by two examples taken from samples tested by the author. A fuse
(Ts and T6) made in several sizes for rated currents of over 20 amperes
is of the protected or tubular type and of thoroughly substantial design,
Fig\B. Fuse class T7. "
PLATE II. (A and B).—Operation of Fuses on Short Circuit.

Fig. C.Fuse class 55.
PLATE II. (C).—Operation of Fuses on Short Circuit.
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the fuse wire, however, consisting of stranded tinned copper wire, is
soldered at each end into a small terminal plate. The distribution of the
masses of metal is such that all the fuses of this type which were tested
opened the circuit by melting the soldered connection; had the full rated
pressure of over 500 volts been maintained, the arc consequent on the
separation of the wire from its terminal plate would have spread speedily
and consumed the entire fuse fitting and terminals until the circuit was
broken elsewhere. In a second line of fuses (R) of the totally enclosed
or cartridge type, also rated for over 500 volts maximum pressure, a
solid single link of soft fusible metal is used, containing a volume of
metal nearly fifteen times as great as that contained in another make
of cartridge fuse of the same rating. This protective device is com-
pleted as an explosive of a most dangerous kind by the provision of a
number of vent holes in the metal cap at each end. Every principle
of the design of enclosed fuses is ruthlessly violated, and, needless to
say, the behaviour of these fuses on short circuit was of a violent de-
scription. A photograph of one of these fuses in operation on short
circuit is included in Plate II.
If any efforts to increase the efficiency and serviceableness of
fuses are to be successful it is inevitable that bare wire fuses should
be abandoned, and the logical consequence of the standardisation of
small capacity fuses is the introduction of a simple method by means
of which the control of the fuse capacity on any circuit is placed
in the hands of competent persons only. This requirement of non-
interchangeability is far-reaching in its effect on fuse design since it
involves the abolition of all fuse fittings having two exposed terminals,
and in so doing leads half-way to the requirement dictated by safety,
namely, that no terminals whatever should be exposed on fuse-fittings
intended for use in private houses or public situations. Attention
was drawn on page 622 to the fact that if an overload of 200 per cent,
is permitted before the fuse comes into action, non-interchangeability
becomes of the highest importance, since for small currents up to
10 amperes we may assume that fuse wire of " the next larger size"
will increase the possible overload by some multiple of 200 per cent.,
rendering the circuit liable to overloads up to 400 per cent, or 600
per cent.
If the permissible overload is reduced to a much lower figure, for
example, 50 per cent., less risk is indeed incurred by inserting the
next size larger fuse, but if the circuit is faulty this process will be
repeated several times until the size is arrived at which does not
blow. An ideal system for safeguarding a circuit against overfusing
should consist of some small separate part or adjustment which can
be suitably set by an electrician either ,to restrict the capacity of the
fitting to the present current or so as to allow a definite margin for
increasing the size of fuse consistent with the dimensions of the wiring
or apparatus. It is difficult to see how the requirement of non-inter-
changeability can be met to an adequate degree by any form of
exposed wire fuse when we consider that enclosure of the terminals
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must not prevent the non-technical user replacing a blown fuse by
one of the correct size. Athough it is admitted that no non-inter-
changeable system will do away with the deliberate overfusing of
the circuits, yet sufficient will have been attained if accidental over-
fusing is made impossible and an obstacle is placed in the way of using
hairpins and similar well-known substitutes for the legitimate article.
In their own interests, insurance companies should require the use
of some system for preventing overfusing and should strictly forbid
the use of any other conductor than the proper one intended for the
fitting installed. A requirement of this kind would lead to the general
use of the standard types which would become generally stocked and
easily obtainable; the idea that the ubiquity of metal wire in some
form or other justifies its indiscriminate use to nullify the purpose
of a protective device would be gradually dispelled.
Cartridge
Gauge-ring- IO amperes 30 amperes
FIG. 7.—Example of Non-interchangeable Fuse System.
In order that the idea of non-interchangeability may be fully
grasped, reference may be made in detail to what is, so far as the
author knows, the only type of foolproof fuse on the market. Many
varieties of non-interchangeable device have been employed in Edison
plug fuses and allied types, but the design illustrated in Fig. 7 is a part
of a fuse system which almost completely meets the requirements out-
lined in this paper. The loose pieces or " gauge-rings" B, Br consist
of a steatite ring of constant external diameter, but having the diameter
of the hole varying with the rated current. One of the terminals with
which the cartridges D, D, make contact is situated at the bottom of
the cylindrical hole in the steatite ring, and unless the stud A, At is
of equal diameter or smaller than this cylindrical hole, contact cannot
be made. Thus B and D are gauge-ring and cartridge for 10
amperes, whilst Bt and Dx are the corresponding parts for 30 amperes
rated current. The rings B for all capacities screw interchangeably
into the same terminal block, but it is evident that a cartridge D, for
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30 amperes will not make contact through its stud A, with the ter-
minal C which lies at the bottom of a ring B for 10 amperes. It
is, in fact, impossible to insert Dz in a fuse fitting containing a gauge-
ring B of smaller capacity. Needless to say, each rated current has its
own special diameter of stud and gauge-ring orifice.
Bare wire fuses, or rather fuse fittings, in which a conductor can be
easily inserted by the user, are incompatible with protection against
overloading. Two other objections of equal weight against exposed
fuse wire are :—
1. Their liability to scatter molten or hot metal.
2. The rapidity of corrosion unless certain non-active metals are
used.
The first objection holds good of all metals, but more particularly
of low melting-point metals, of which a larger volume is required than
if copper or silver were employed. The second objection is especially
applicable to copper, which in many other respects is an excellent
fusible metal.
If, on the other hand, we examine the case for fuses of the totally
enclosed type, we have the following outstanding advantages :—
1. The fuse wire is less liable to corrode or become injured, and
therefore enclosed fuses lend themselves to exact cali-
• bration.
2. Tampering with the fuse wire is difficult, and a system of
non-interchangeability is greatly facilitated.
3. If properly designed no molten or hot matter can be thrown
about.
4. Perfect operation can be obtained on heavy overloads at full
voltage.
5. Less metal is required, and the weight and size of the complete
fuse fitting is reduced.
The principal objections raised against enclosed fuses are mainly
questions of cost, the impossibility of inspecting the fuse wire, and the
difficulty of ascertaining with certainty when the fuse has blown. The
first-named objection appears to be almost wholly fictitious if account
is taken of the frequency with which not only the fuse wire of an open
fuse is melted, but the holder itself is either cracked or so fused as to
be useless. Engineers do not seem fully to recognise how much more
severe in many cases is the effect of fusion produced by a heavy
gradual overload at full voltage as compared with the effect of a
severe sudden short circuit. Fuses of the china holder type are
often reduced to a useless condition by an overload, whereas they
may withstand repeated short circuits of a severe character without
great damage.
This is attributable partly to the fact that when fusion occurs on an
overload the fuse wire melts at the centre and an arc is drawn out
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and partly to the fact that the voltage is maintained on an overload, but
a short circuit usually causes a main circuit breaker or another fuse.to
operate simultaneously, so that the circuit is broken in several places.
The fact that a gradually increasing overload heats up the fuse
fitting and diminishes its power of cooling the arc and vapours is also
influential.
Plate III. shows a number of fuses which have been blown by
gradually increasing overload on the normal rated voltage for which
the respective fittings are sold. It will be observed that the majority of
the damaged fittings illustrated are rated at 500 volts or over, and this
Tuse intact
Fuse blown
FIG. 8.—Example of Cartridge Fuse with " Self-testing " Indicator.
draws attention to the almost total absence of any type of open-wire
fuse, which is reliable for use on high-voltage circuits. The asbestos
protection now largely used, although fairly efficient when new, soon
loses its efficacy after repeated blowing of the fuse, and is, moreover,
frequently discarded altogether.
With regard to the deficiency of enclosed-type fuses in not permit-,
ting inspection of the fuse wire or giving reliable indication of fusion,
the latter is a mechanical detail, which can be quite satisfactorily solved,
as is shown by the arrangement adopted in a new type of enclosed fuse
recently put on the market. Fig. 8 shows the design of indicator,
referred to. The diagrams are self-explanatory, and show that this
device possesses the important advantage of being self-testing.
}?ig:A.Eu.se class B4.
Fig. Bi
-g-.B. Euse class E3".
Fuse class T5.
PLATE III. (A).—Operation of Fuses on Overload.

Fig-. C. Fuse class "V4.
Fig: D.Fuse class S5. Fig\E. Fuse class Xi.
PLATE III. (B).—Operation of Fuses on Overload.

Fig\F. Fuse class T4. Fig-. G.1 Fuse class S5.
Fig".H.Fuse classTa.
PLATE III. (C).—Operation of Fuses on Overload.
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The demand for exposure of the fuse wire has arisen from the
custom of inspecting a fuse, say of copper, either for the purpose
of seeing what progress oxidation has made or to determine by its
red glow or otherwise whether it was being unduly overloaded. The
oxidation of a fuse is, as we have seen, harmful and unnecessary, and
the rating and design of standard fuses should be directed towards
minimising its occurrence; similarly a well-considered and consistent
rating will in time enable the user to become familiar with the overload
capabilities of a fuse of certain capacity.
For fuses of the capacity under discussion a completely enclosed
design is the only one which enables any set of standards to be
followed or enforced with reasonable success. In discussing the
subject of the standardisation of fuses for the National Association
of Underwriters, Lacount* states of a well-known type of enclosed
cartridge fuse, which is widely used in the United States, that the
" rarity of its misuse" is due to : (i) The Underwriters and Inspector's
rules; (2) the readiness with which the cartridges can be secured in
any location; (3) their reasonably low price ; (4) the ease of replace-
ment ; (5) the difficulty in replacing the fusible wire.
Stress may be laid on four points essential to the satisfactory
operation of any fuse whether of the open-wire, tubular, or totally
enclosed type ; these are :—
1. The volume of fusible metal should be reduced to the minimum
compatible with correct rating and moderate temperature
rise.
2. The fusible metal should be subdivided so that the ratio
of exposed surface to cross-section does not fall below a
figure depending on the design.
3. The provision of cooling arrangements adequate to extinguish
the arc formed on overload.
4. In exposed wire fuses the provision of sufficiently free expan-
sion space to prevent explosion when a short circuit occurs.
In enclosed fuses the same end must be attained by pre-
cisely opposite means, and no opening or weakness of any
kind is permissible in the enclosing case.
Fig. 9 shows four different makes of fuses, all for a rated current of
50 amperes, 500 volts, and all to the same scale. The black square
at the side of each fuse represents by its area the volume of fusible
metal in the respective casing.
While the fuse (No. 4) containing the least volume of metal operated
perfectly under all overload and short-circuit conditions, and the fuse
shown at the top (No. 1) which contains the next smallest volume of
metal, and has a proportionately large casing also behaved satisfactorily,
the two remaining samples consistently exploded or burnt often under
the mildest circumstances. The great difference in the length of the
* Transactions 0/ the American institute of Electrical Engineers, vol. 24, p. 893, 1905.
VOLr 45, 42
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four fuses is very marked, and the standard of excellence attained
by each shows quite conclusively that attention to the four points
enumerated above is necessary and sufficient for the production of
a satisfactory article.
It is interesting to notice how the fulfilment of requirement (2)
naturally leads to the cartridge design of fuse, sirice only in this design
can the proper subdivision of the fuse wire be guaranteed. The
effect of neglecting proper subdivision as well as the use of too
much metal is shown in Plate IV., Figs. A. and B. It is unfortunate
FIG. 9.—Comparison between Four Enclosed Fuses Rated at 50 Amperes,
500 Volts.
that instead of attacking the problem of an enclosed fuse in an
appropriate manner, some designers have considered that the simple
enclosure of an open-type fuse would produce the desired end.
Provided that subdivision is properly carried out and efficient means
of cooling the arc are employed, a fuse of the smallest size shown in
Fig. 9 is far safer and more efficient than a much larger or longer
fuse containing a considerable volume of metal, all of which may
be vaporised on a short circuit. From this same point of view, the
use of soft metals such as tin, lead, or zinc is to be deprecated,
although with very careful design successful use may be' made of
the non-arcing property of the last-named metal.
PLATE IV. (A).—View of Cartridge Fuse after Short-circuit Test.

PLATE IV. (B).—View of Cartridge Fuse after Short-circuit Test, showing Effect of Excessive
Volume of Metal.
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The means at disposal for cooling an arc and condensing the
vapours are three in number: by mechanical draught, by the surface
condensation and cooling action of masses of porcelain, metal, or
asbestos, and by the analogous use of an absorptive condenser in the
form of filling powder. When the last method is adopted it is
important that the fuse wire and filling should be free from any
mutual chemical action even when subjected for a long time to
alternate heating and cooling.
Fillings containing a capsule of liquid, or any hygroscopic or moist
substance are bad in principle, and may be the cause of violent
explosion or of chemical corrosion of the fuse wire. Tests carried
out on a very large number of filling materials lead to the conclusion
that the most suitable for use in enclosed fuses are thoroughly dry
uniform powders of completely inert substance.
(e) TESTS OF FUSES.
The reliability and merits of a fuse are essentially matters to be
submitted to the verdict of practical tests, which can be arranged to
reproduce the exact conditions to be dealt with. The most important
tests which a fuse must pass successfully in order to demonstrate its
reliability are three in number :—
1. An insulation or pressure test (a) between all live metal parts
and earthed metal parts, (b) between the two opposite poles
of the fitting when no fuse is in place and when a blown
fuse is inserted.
2. Tests for operation with gradually increasing current at
normal voltage until fusion occurs.
3. Short-circuit tests at normal voltage.
In addition to the above tests measurements should be made of the
temperature rise of accessible parts of the fitting and of the voltage drop.
From the fire risk point of view the temperature rise of a fuse fitting
should be taken as the maximum rise of temperature of any part of
the fuse or fitting which is accessible when the fuse fitting is complete
with its fittings and covers, etc., as in normal use.
Compliance with test 1 can be satisfactorily secured, and having
been once demonstrated with a particular type or design, good insula-
tion depends upon the maintenance of quality of the insulating
materials and manufacture. A pressure test of at least 1,000 volts
above the working pressure should be withstood without breakdown.
Experience shows that under certain circumstances a risk of dangerous
shock may be created by. the use of hygroscopic materials like fibre,
asbestos, or strawboard between the terminals ; leakage may occur
sufficient to give a severe shock when it is thought that the operation
of the fuse has rendered one terminal " dead."
Test 2 is of extreme value as an indication of the behaviour of the
fuse under the conditions which in practice most frequently lead up to
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fusion. The fuse under test should be connected in circuit with an
adjustable resistance and a battery or generator giving the maximum
normal voltage for which the fuse is designed. The current is in-
creased gradually so that the fuse has time to attain approximately its
steady temperature for each value of the current. This procedure is
followed in three or four steps until the fuse blows. The circuit should
not be opened by other means until all arcing or glowing has ceased.
This test is a most useful one, and has great commercial importance
since it represents the ordinary blowing of a fuse due to continued or
slowly increasing overload. The whole of the fuse attains a high
temperature favourable to the production and existence of metallic and
other vapours, and the relative slowness with which the fuse wire
heats, becomes molten, and is dispersed in vapour, is also, as compared
with the rapid severance of the circuit produced by a sudden heavy
overload, favourable to the continuance of an arc across the terminals.
The formation of a continuous arc after fusion must be considered as a
property even more dangerous than faulty performance under short-
circuit conditions, the latter consisting generally of a violent explosion
and scattering of the fuse fitting without necessarily giving rise to the
great fire risk which always attends imperfect operation under gradually
increasing overload. It is surprising how large a percentage of sample
fuses utterly fail under this test.
 :
The carrying out of. the overload test calls for no special precautions ;
the voltage of the generator and the current should be observed through-
out the test, and the current at which the fuse blows noted, as well as
the duration of any arc which may occur, and the point at which it
originates. For practical purposes this test furnishes a means of
obtaining an approximate value of the limiting current. •
Test 3. The value of a short-circuit test as a criterion of the good-
ness of a fuse depends to a large degree upon the manner in which the
term " short circuit " is interpreted. The difference in the severity of
the test is obvious, for example, between the case of a 10-ampere fuse
short-circuited across a wall plug in a house installation and a fuse of
the same size connected directly across the terminals of a 500-k.w.
generator or battery. The latter test is very much more severe owing
to the lower impedance of the circuit, which is responsible for a
momentary short-circuit current of great magnitude, while the voltage
across the fuse terminals is maintained at a high value.
A fuse of the smallest size may be inserted in an auxiliary circuit on
the switchboard of a central station, in the closest proximity to the
busbars transmitting thousands of kilowatts, and the safety of the whole
plant may be imperilled by the failure of the fuse to sever a faulty
circuit cleanly and promptly. Perfect operation on short circuit is a
matter of careful design, and entails neither increased cost nor
elaboration.
Since fuses of all capacities from the lowest to the highest are
liable to be subjected to short-circuit conditions of the same severity,
it is not advisable in specifying the method of carrying out short-
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circuit tests to differentiate between fuses for various rated currents.
Thus the " standard short-circuit" should not be defined as a
maximum possible short-circuit current twenty or thirty times the
rated current of the fuse under test, but all fuses for the same rated
voltage should be tested in exactly the same circuit. An adequate
but not too severe short-circuit test for fuses up to 50 amperes rating
is provided by the following rules, which have been followed in all
tests carried out by the author :—
1. The source of current should be a battery having an open-
circuit potential difference 10 per cent, higher than the
rated maximum voltage of the fuse under test, and capable
of giving 500 amperes without the terminal voltage drop-
ping by more than 5 per cent.
?.. The total resistance of the test circuit including the fuse
should be adjusted to correspond to a steady current of
1,500 amperes produced by an E.M.F. equal to the rated
maximum voltage of the fuse.
3. On closing the main switch the fuse should blow without
a continuous arc being formed or any explosive violence.
The following suggestions are put forward as a basis for the dis-
cussion of a specification for standard fuses :—
1. (a) Material for Fuse Wire.—The fuse wire must not corrode or
permanently change its conductivity or physical structure.
(b) Non-int'erchangeability.—Fuses up to 50 amperes rated current
should be provided with a simple arrangement by means of which
the capacity of the fuse which can be inserted by a non-technical user
is restricted within definite limits.
(c) Type of Fuse Recommended.—To facilitate compliance with (a)
and (b) above and generally to render standardisation practicable and
useful an enclosed cartridge type of fuse is recommended.
(d) Indication of Fusion.—All fuses must be provided with a simple
means for detecting fusion simply by inspection of the fitting.
2. (e) Rating.—The rated current marked on the fuse shall bear a
definite relation to the limiting current or least current which will
produce fusion within 4 hours. The minimum value of the ratio
limiting current . . . . , ,, . . , .. , ,
a = ——~ — shall be r<4 and the maximum value shall not be
rated current J ^
higher than 30 per cent, above the minimum. In a correctly propor-
tioned line of fuses a should decrease from the maximum to the
minimum values specified, as the size of the fuse increases from
the lowest to the highest capacity. This regulation is based on the
assumption that silver is the best metal for fusible links, taking into
consideration its permanent character, the small volume required, and
its " clean " action when breaking the circuit.
(/) Sluggisluiess of Action and' Time Element.—Standard fuses shall
be so rated and constructed that when loaded with 50 per cent, above
the limiting current they will fuse within 1 minute. The actual time
